**Sonicision™ Cordless Ultrasonic Dissection System**

**Set up and Operation Guide (Refer to User’s Guide for complete instructions)**

### STEP 1 – ATTACH AND TORQUE GENERATOR

1. Slide the generator into the opening of the ultrasonic dissector and hand tighten clockwise while holding the shaft rotation wheel.

2. Place torque wrench over the generator torque knob.

3. Rotate clockwise while holding rotation wheel in place until two clicks are felt or heard. Remove torque wrench and keep in sterile field.

---

### STEP 2 – ATTACH BATTERY

1. Orient battery pack as shown.

2. Swing the battery forward and snap into place.

   *When properly assembled, a series of tones sound and the LED on the generator illuminates green.*

---

### REPLACING BATTERY

1. Remove battery by pushing up on the battery pack release latch.

2. Swing the battery toward the rear of the ultrasonic dissector to disconnect.

3. Attach new battery as shown in Step 2 above.

   *When the device is fully assembled repeat STEP 3 - TEST.*

---

### STEP 3 – TEST

1. With jaws open, activate the dual-mode energy button in minimum (half squeeze) and maximum (full squeeze) power modes. Device is ready for use if minimum and maximum power pulsating tones are heard.

---

### INTRAOPERATIVE TROUBLESHOOTING

1. Clean jaw and blade (wipe with wet gauze and/or immerse in saline and activate energy with jaws open).

2. Disconnect and reconnect battery.

3. Replace battery.

4. Replace ultrasonic dissector.

---

### GENERATOR INDICATOR LIGHTS

- **Green** | System is ready (minimum or maximum power).

- **Flashing yellow** | Battery charge is low (approximately 30 activations remaining upon initial notice).

- **Red** | Device is non-functional (see intraoperative troubleshooting section or IFU).

- **Flashing purple** | Generator has reached end of life (replace generator).

---

Contact your local sales representative or call the Clinical Hotline at: 1-800-255-8522. Caution: DO NOT autoclave. Low-temperature HP sterilization (i.e., Sterrad™) only.