
For use with the Symplicity 
Spyral™ multi-electrode renal 

denervation catheter

Precise, safe, 
and effective1-5

As part of the Symplicity Spyral™ multi electrode renal denervation 
system, the Symplicity G3 generator employs a real-time responsive 
algorithm that automatically adjusts power by monitoring 
temperature and impedance for safe energy distribution.5

Symplicity G3™

renal denervation RF generator



† Catheter dimension of 0.052” is average maximum diameter determined during design verification. Upper bound allowable is 0.061”.
‡ Licensed as Symplicity RF G3 Generator Component: Remote Control
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RDNG3A

Materials

•	 Painted and nonpainted sheet metal
•	 Polycarbonate/acrylonitrile butadiene styrene blend 

(external covers)
•	 Thermoplastic elastomer (cord management strap)
•	 Glass (projected capacitance touchscreen)

Accessories 

AC power cables
•	 NEMA 5-15  	     3.0 m
•	 CEE 7/7        	     2.5 m
•	 SANS 164-1 	     2.5 m
•	 AS/NZS 3112           2.5 m
•	 BS 1363 	     2.5 m	
•	 CEI 23-50 S11	     2.5 m
•	 SEV 1011 	     2.5 m
•	 SI-32 		      2.5 m
•	 DK-2-8A 	     2.5 m

Included
•	 Remote control‡

•	 DVI-D cable

Optional 
•	 Mobile cart 

Sold separately 
•	 Symplicity Spyral multi-electrode renal denervation catheter
•	 0.014” guidewire (recommend non-hydrophilic with a 

supportive shaft and floppy tip)
•	 4 F catheter† compatible with 6 F guide catheter  

(90 cm max length)
•	 Dispersive electrode for RDNG3A: Compatible  

with Valleylab™ REM PolyHesive™ adult electrode  
(Model E7507, E7507DB)

Cart
•	 ABS plastic
•	 Painted aluminium

•	 Dimensions: 29.9 cm x 36.7 cm x 18.9 cm 
(11.8 in x 14.5 in x 7.5 in)

•	 Weight: 9.07 kg (20 lbs) excluding accessories
•	 Display screen: 26.4 cm (10.4 in)

Technical specs

•	 RF power output to a maximum of 6.5 W per electrode (26 W total)
•	 Delivers energy if measured impedance is ≥ 175 ohms and ≤ 1200 ohms
•	 Input power of 100 to 240 V ~, 50 to 60 Hz universal power supply
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For a listing of indications, contraindications, precautions, warnings, and potential adverse events, please refer to the Instructions for Use.


