
Stedi™ extra 
support guidewire

Designed for TAVR.



The Stedi  
extra support 

guidewire delivers 
enhanced support for 
stability, safety, and 
predictability during 

deployment.1



Increased main body support

maintained through the full 
length of the aortic arch and 
annulus2

Reduced ventricular movement of TAV

for improved deployment stability3

Stability
DESIGNED FOR

Introducer  
features



Pre-shaped tip

designed to provide an atraumatic 
interface with the anatomy4

DESIGNED FOR

Safety

Extended introducer length 

to improve efficiency of 
guidewire insertion into 
diagnostic guide catheter6

Continuous tapered core 

with gradual stiffness transition to 
minimize ventricular perforation risk5



Pre-shaped distal curve 

maintains a stable position 
during delivery system tracking 
and valve deployment4

Improved shape retention to 
support reliable procedural 
performance4

DESIGNED FOR

Predictability

The Stedi extra-support guidewire is intended to introduce and position catheters during interventional procedures within the 
chambers of the heart, including transcatheter aortic valve replacement. Risks may include, but are not limited to, allergic reaction, 
embolism, hemolysis, damage to the vessels, and bleeding.



† Competitor wires tested include Boston Scientific Safari™* wire, Boston 
Scientific SAFARI2™* wire, Medtronic Confida™ wire, Symmedrix Innowi™* 
wire. 

‡ Competitor wires tested include Boston Scientific Safari™* wire, Boston 
Scientific SAFARI2™* wire, Medtronic Confida™ wire. 

1. Medtronic data on file compared to competitor wires.† Bench testing 
may not be indicative of clinical performance. Stiffness comparison, 
Deployment stability tests D01238423, shape retention tests D01312415. 

2. Medtronic data on file compared to competitor guidewires.† Bench 
testing may not be indicative of clinical performance. Outer curvature test: 
D01238423. 

3. Medtronic data on file compared to competitor wires.‡ Bench testing 
may not be indicative of clinical performance. Deployment stability test: 
D01238423 .

4. Medtronic data on file compared to competitor guidewires.‡ Bench 
testing may not be indicative of clinical performance. Shape retention 
tests: D01312415, M049539CDOC1. 

5. Medtronic data on file compared to competitor wires.‡ Bench testing 
model may not be indicative of clinical performance. Stiffness comparison 
tests: D01238423, M049539CDOC1.

6. Bench testing may not be indicative of clinical performance. HFE 
usability design validation tests: D01238423, M049539CDOC1.   

Important Information:  
Indications, contraindications, warnings and instructions for use can be found in the product labeling supplied with each device.

Indications for Use: 
The Medtronic Stedi extra-support guidewire is intended to introduce and position catheters during interventional procedures within the chambers of 
the heart, including transcatheter aortic valve replacement (TAVR). 

CAUTION: Federal (USA) law restricts these devices to sale by or on the order of a physician.
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