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Contact us at 800-635-5267 with 
questions. Scan the QR code for 
more information.

Refer to the Directions for Use insert for 
complete instructions for use, including all 
warnings, cautions, and specifications prior to 
the use of this product.
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The Nellcor™ pulse oximetry sensor should not be 
used as the sole basis for diagnosis or therapy and is 
intended only as an adjunct in patient assessment. 

Fast, reliable, and accurate 
insights — in five easy steps. 

Apply the sensor to the index finger — or to the big 
toe, thumb, or a smaller finger if necessary. Use the 
pediatric sensor (MAXP) for pediatric patients weighing 
10–50 kg. Use the adult sensor (MAXA) for patients 
weight more than 30 kg. 

Remove the transparent backing from the sensor.Locate 
window and alignment marks. Orient the sensor so the 
dashed line is centered on the tip of the finger and the 
windows oppose each other.

Apply the noncable half of the 
sensor to the bottom of the finger 
and wrap the adhesive flaps 
around the sides of the finger. 

Fold the cable end of the sensor 
over the top of the finger and wrap 
the adhesive flaps around the sides 
of the finger. 

Anchor the sensor cable with a piece of 
medical-grade tape. Plug the connector 
end of the sensor cable into the patient 
cable attached to the monitor. Check 
sensor site, including skin integrity, at 
least every eight hours, and change the 
sensor site as appropriate.


