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Open linear stapling technologies vary. Use this guide to :;’
inform your staple height selection when switching to the G /P !
GIA™ stapler with Tri-Staple™ technology. £ g

Open staple leg lengths Approximate closed staple heights

™ . Three rows of
GIA™ stapler with ' . ' . n varied height staples
Tri-Staple™ technology*

3rows|3.0mm, 2.7 mm, 2.4 mm FOZER (EPRT

GI_A stapler with ' . ' . n Three rows of varied height staples
Tri-Staple™ technology*
3 rows | 4.0 mm, 3.5 mm, 3.0 mm 1.20mm——— 1.75mm
GIA™ stapler with ' l n n Three rows of varied height staples
Tri-Staple™ technology*
3rows |50 mm, 4.5 mm, 4.0 mm 1.70mm ——— 2.25 mm
GIA™ stapler with n n Fixetd-*]eight
. ™ staples
DST Series™ technology? i
2 rows|3.5mm, 3.5 mm 1.50 mm
GIA™ stapler with l l l l Fixset:'phlzisght
DST Series™ technology?
2 rows | 4.8 mm, 4.8 mm 2.00 mm

1This guide is intended for use in the U.S. market only. Staple height choice should be determined at the surgeon'’s discretion based on tissue thickness. Please refer to the instructions for use (IFU) for the complete list of
indications, warnings, precautions, and other important medical information. ¥ Open and approximate closed staple heights determined as per the IFU. Measurements of approximate closed staple heights were determined
using red-skin foam. § Open and approximate closed staple heights determined as per the IFU.
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