
The validated model used to predict the  OmniaSecure™ defibrillation lead’s performance 
has accurately predicted the 10-year performance of Medtronic commercialized leads.5

The OmniaSecure lead has demonstrated high defibrillation success, low 
complications, and reliable therapy delivery in the LEADR Global Pivotal Trial.1

657 patients indicated for de novo ICD or CRT-D 
with implant attempts across 17 countries.

OmniaSecure defibrillation lead predicted to be highly durable with an overall  
98.2% fracture-free rate at 10 years.4
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The small size of the OmniaSecure lead is enabled by fewer components  
and a reconfigured design, rather than downsizing the lead.
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OmniaSecure lead is available in the 
following MR conditional lengths (cm): 
64   69   74   79   84

Brief Statement 
This material should not be considered the exclusive source of information; it does not replace or supersede information contained in the device manual(s). Please note that the 
intended use of a product may vary depending on geographical approvals.

See the device manual(s) for detailed information regarding the intended use, the (implant) procedure, indications, contraindications, warnings, precautions, and potential 
adverse events. For a MRI compatible device(s), consult the MRI information in the device manual(s) before performing a MRI. If a device is eligible for eIFU usage, instructions for 
use can be found at Medtronic’s website manuals.medtronic.com. 

Manuals can be viewed using a current version of any major internet browser. For best results, use Adobe Acrobat® Reader with the browser.
Medtronic products placed on European markets comply with EU and UK legislation (if applicable) on medical devices.

For any further information, contact your local Medtronic representative and/or consult Medtronic’s websites.
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