
INVOS™ regional oximetry with 
OxyAlert™ NIRSensor technology

Near-Infrared spectroscopy (NIRS) monitoring 
with the INVOS™ 7100 regional oximetry system 
gives you a “first alert” to changes in tissue 
oxygenation. Left untreated, it could quickly 
impact the course of the precious lives of 
children and neonates.

The INVOS™ 7100 system provides the same  
proven trending and clinical responsiveness 
as the previous INVOS™ 5100C system with a 
new intuitive interface that’s easy to use. So, you 
quickly see the information you need to respond 
when seconds matter.

Get ahead of 
critical moments.
For your tiniest 
patients.



OxyAlert™ NIRSensor
Order number CNN/SNN

Weight indication <5 kg

Physical
Sensor dimensions 2.72 in (6.9 cm) long x 0.97 in (2.5 cm) wide

Depth (thickness) 0.1005 in (2.55 mm)

Weight 1.1 oz (31 g)

Sensor cable length 5 ft (1.5 m)

Patient adhesive Hydrocolloid, medical grade

Environmental requirements
Operating
Temperature 60º F to 106º F (16º C to 41º C)

Humidity 20% to 80% relative humidity, noncondensing

Altitude To 10,000 ft (3048 m)

Storage
Temperature −4º F to 110º F (−20º C to 45º C)

Humidity 20% to 80% relative humidity, noncondensing

Pediatric rSO2 sensor
Order number PMSENS71-P

Weight indication 4-40 kg

Physical
Sensor dimensions 3.0 in (7.5 cm) long x 1.6 in (3.5 cm) wide

Depth (thickness) 0.1005 in (2.55 mm)

Weight 1.1 oz (31 g)

Sensor cable length 2.5 in (6.4 mm)

Patient adhesive Hydrocolloid, medical grade

Environmental requirements
Operating
Temperature 50º F to 95º F  (10°C to 35°C)

Humidity 15% to 95% relative humidity, noncondensing

Storage
Temperature 50º F to 86º F  (10°C to 30°C)

Humidity 10% to 95% relative humidity, noncondensing

Sensor specifications

The INVOS™ 7100 system should not be used as the sole basis for diagnosis or therapy and is intended 
only as an adjunct in patient assessment.

 The CNN/SNN must be connected to the INVOS™ 7100 system using the Infant reusable cable 
(PMAC71RIC) pictured below.

Important: Please refer to the package insert for complete instructions, contraindications, warnings and precautions.
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